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Model without hot domestic water heating
Recommended heatpump connection

cable see *1
tow/High arfe fgnal = cable: CYSY 3Cx0,75

Input L1 L1l
power L2 Leakage L2 - ;

L3 breaker L3 ; S room(indoor)
3x400V PEN N_soms N cable: SYKFY 2x2x0,75 ¢ thermostat

outdoor temperature sensor
2200 for equithermic control
power cable: see *1
0 =8k
comm. cable: JYTY3x]1
outdoor unit
indoor unit
HO@AIDO @ hydromodule
valve
Expansion vessel

K
) water filter heating system
LG »
N
L~

Standard equipment includes :

Outdoor unit, hydro module including: adjustable control micro-processor unit, circulating pump, de-
aerating system, relief valve, heating water pressure gauge, inlet valve, all sensors (4x temperature),
2,5/5/7,5kW electric heater, stainless steel heat exchanger Alfa Laval and complete electric ouftfit

(protection, relays, electronic box). The heat pump is filled with the coolant from production and in addition
doesnotfrequire any anfifreeze.




HOAIDO

Model with hot domestic water heating
Recommended heatpump connection

cable: see. *1
cable: CYSY 3Cx0,75
Input :
= room(indoor)
power thermostat
Low i e gl outdoor temperature sensor

for equithermic control cable: CYSY 3Cx0.75

outdoor unit

HO@IAIDO

cable: CYSY 3Cx1.,5

indoor unit sanitary water fank temperature switch

valve

water filter

El. 3-way valve .
Expansion vessel

Kt «
. . heating system
Standard delivery includes : %4 »

Outdoor unit, hydro module including: adjustable control micro-processor unit, circulating pump, de-
aerating system, relief valve, heating water pressure gauge, inlet valve, all sensors (4x temperature, 2x
pressure), 2,5/5/7,5kW electric heater, stainless steel heat exchanger Alfa Laval and complete electric outfit
(protection, relays, electronic box). The heat pump is filled with the coolant from production and in addition
doesnotrequire any anfifreeze.
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Model MULTI - without hot domestic water heating
(2-10 outdoor units up to 500kW capacity ) @

Recommended heatpump connection

Input . room(indoor) thermostat
power <
outdoor temperature sensor
e HDO for equithermic control

HDO - High/Low tarifes signal wire

indoor unit
@ hydromodul

valve

T T

water filter

outdoor unit

Expansion vessel

indoor unit ] "
Circulating pum
@ hydromodul gpumpe
A
= &) S«

S

heating system

| T_!—EU—EJ K

water filter, valve \ )
equalizing vessel
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Model MULTI - with hot domestic water heating
(2-10 outdoor units up to 500kW capacity )

Recommended heatpump connection

Input room(indoor) thermostat
powel
HDO outdoor temperature sensor
PEN for equithermic control

indoor unit boiler temperature switch
hydromodul e

o © (’\

valve

T T

water filter .

€ water filter -

outdoor unit — :
. _sanitary water system :

El. 3-way valve
expanion vessel

indoor unit equalizing vessel
hydromodul

IO PR«

circulating pump heating system

H T_!—W—EJ P

water filter
ater filtel valve U
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AcCcCessory

PC et

PC Computer interface allows to monitor heat-pump operation, to watch temperatures, pressures
and other operation values and conditions, evaluate operating statistics. Delivery contains PC
interface and software.

SMS Set

GSM interface for heat-pump control via SMS messages from GSM cellular phone. All cellular phones
operators supported. Interface allows to change between two operating modes of heat pump

(heating/moderate heating eg.) Suitable especially for weekend houses. Delivery contains GSM
intferface (withoutSIM card).

POOLset

Pool set allows comfortable using of heat-pump for pool water heating. Delivery contains stainless Alfa
Laval water-water heat exchanger, Grundfos 26-60 circulating pump, motorized three-way valve and
poolwater thermostatic switch.

Control set for 8,16,24 a 32 heating circuits

Control set allows to adjust heating temperature for more heating circuits (radiators eg.) or rooms via
remote controled valves on heating bodies. Regulation is based on temperature preset for each of
radiators(heating circuits) and is very comfortable. Delivery contains control interface for 8,16,24 or 32

heating circuits (without el. motorized valves and external temperature sensors for each heating
circuit).

Examples of MULTI configurations
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Composition with HCSI 1762 XR, capacity on A7/W35. For required capacity can Composition with HCSU 4501 XRV, capacity on A7/W35. For required
be used free combinations of outdoor units. capacity can be used free combinations of outdoor units.




Your partner:
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Due to the technological development of products, we reserve the right to modify fechnical specifications at
any time and without any prior notice.

The products shown in this catalogue are just examples for possible applications.
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